








Basic Print Options H

9 Specify the width to shift the image to be printed on the tab
part of the paper in [Shifting Width].

&> NOTE

« Depending on the printer model you are using, this option may not be available.
« You can change the unit of measurement by clicking [Millimeter] or [Inch].

10 Click [OK] in the [Inserting Sheet Settings] dialog box.

11 Click [Print] in the [Print] dialog box.

Creating Tabs

You can print on the tab part of tab paper.

&> NOTE

Depending on the printer model and controller version you are using, this option may not
be available.

1 From the [File] menu of the application software, select
[Print].

The [Print] dialog box is displayed.

2 Select the [Paper Source] preferences pane.

The [Paper Source] preferences pane is displayed.
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3 Select [Paper Type] from [Select by] — select [Tab Paper] from
[Paper Typel.

Printer: Canon Printer '?!
Presets: Standard -___;1
Paper Source -:3_]
Select by: ( Paper Type _:')
Paper Type: | « Plain Paper E#;}
Recycled Paper
Color Paper
#inserting St 3-Hole Punch
"~ Letterhead
Bond Paper
Heavy Paper
Transparency
Label g
Tearina Danar E
( Tab Paper ]
Printer Info
? PDF v Preview Cancel | £ Print )

4 Click [Tab Position] or [Tab Paper Details].

The [Tab Position Settings] dialog box or [Tab Paper Details] dialog box is
displayed.

5 Specify the width to shift the image to be printed on the tab
part of the paper in [Shifting Width].

Unit: O Millimeter

@ inch
Shifting Width: - in (0.00 to 1.00)
Cancel | E——GK-—%

&> NOTE
¢ In the [Tab Position Settings] dialog box, you can change the unit of measurement
by clicking [Millimeter] or [Inch].
« In the [Tab Paper Details] dialog box, you can also specify the printing position.
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6 Click [OK] in the [Tab Position Settings] dialog box or [Tab
Paper Details] dialog box.

7 Click [Print] in the [Print] dialog box.
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Priﬂ" g on Custom Paper

This section describes how to print on nonstandard paper. If you register a paper
size as a custom paper size, you will be able to select the registered custom paper
size from [Paper Size] in the [Page Attribution] preferences pane when you print a
document.

Registering Custom Paper

Mac 0S X 10.3.9

1 From the [File] menu of the application software, select [Page
Setup].

The [Page Setup] dialog box is displayed.

2 Select [Custom Paper Size] from [Settings].

The [Custom Paper Size] preferences pane is displayed.

3 Click [New] — specify a hame for the new custom paper in the
list.

Settirtgs:  Custom Paper Size TJ

()

" Duplicate

Delete
Save
Paper Size Printer Margins

Height: 0 tm Top: 0 Ein

Width. 0 _— Leit 0 cm  Right 0 cm

Bottom, O cm

? ok
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4 Specify the height and width for [Height] and [Width].
5 Specify the margins for [Top], [Bottom], [Left], and [Right].

6 click [Save].

Mac 0S X 10.4 or later

1 From the [File] menu of the application software, select [Page
Setup].

The [Page Setup] dialog box is displayed.

2 Select [Manage Custom Sizes] from [Paper Sizes].

The [Custom Page Sizes] dialog box is displayed.

3 Click [+] — specify a name for the new custom paper in the

list.
(3] Custom Page Sizes
= - = - Page Size 21.59 cm 27.94 cm
(U.-mtled ) Wedth Height
Printer Margins.
User defined 'T'
cm
0.63 cm o 0.63 cm
Left 1.41em Right
Battorn
- Duplicate
? Cancel | § OK )

4 Specify the height and width for [Height] and [Width].

5 Specify the margins for [Top], [Bottom], [Left], and [Right].
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6 click [OK].

Printing on Custom Paper

1

From the [File] menu of the application software, select [Page
Setup].

The [Page Setup] dialog box is displayed.

Select [Page Attributes] from [Settings].

The [Page Attributes] preferences pane is displayed.

Select the specified custom paper from [Paper Size].

Settings: | Page Attributes ?ﬂ

Format for: ' Canon Printer (=]
iR7200 CanonPS
Paper Size:(\ Custom Paper 1 T!]
U.00 €M X U.UJ Cm
Orientation: |1 T :l:i"] T
Scale: 100 %
: ok

Click [OK].

From the [File] menu of the application software, select
[Print].

Click [Print] in the [Print] dialog box.
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Prin.l_m‘ g a Document in Toner Save Mode

You can print a document in toner save mode. This mode is useful for proofreading.

1 From the [File] menu of the application software, select
[Print].

The [Print] dialog box is displayed.

2 Select the [Quality] preferences pane.

Printer: ~ Canon Printer _:!

Presets: Standard [EY

[ Quality —”]
Quality:

600 dpi 4

| Quality Settings... .

Color Mode:

Color _2!

Combine Color Separations:

Printer Default 3]

Profile Settings...
Printer Info )

? PDF v Preview . Cancel { Print )

The [Quality] preferences pane is displayed.
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3 Click [Quality Settings].

Printer: ~ Canon Printer

Presets: Standard
Quality m
Quality:
600 dpi m
(Cauality settings... ))
Color Mode:
Colar [

Printer Info

@ | Preview |

Combine Color Separations:

Printer Default

Profile Settings...

Cancel

{ print )

The [Quality Settings] dialog box is displayed.

4 Select [On] from [Toner Save] — click [OK].

Quality Settings

Halftones:

Toner Save:
Advanced Smoothing:
Toner Yolume Adjustment:

Line Control:

Composite Overprint:

Spot Color Matching:

Gradation Smoothing:
Image Compression:

__ Density Fine Adjustment:

| Pattern 6

€

n__'- 1
—

{ printer Default

Printer Default

- :‘j

Printer Default

<

Printer Default

ar
|

 Printer Default

3

Off

Printer Default

| (&

P

= Dark

( Cancel )
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&> NOTE

For information on the other items in the [Quality Settings] dialog box, see
"Specifying the Print Quality (Color Printers)," on p. 4-17, or the Online Help.

5 Click [Print] in the [Print] dialog box.
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